
M
et

al
 D

et
ec

tio
n Profile Throat Metal Detector

For Vertical Packaging Applications 

Future-proof Compliance

Vertical metal detector, controlled from a full color 
touchscreen operator interface. Ideal for inspecting free 
falling products in restricted insertion spaces and prior 
to bagging machines e.g. Vertical Form, Fill and Seal 
(VFFS) applications.

Maximum Sensitivity and Performance
Multiple ultra-high tuned frequencies combined with 
eDrive capability, Enhanced Vibration Immunity 
(EVI) and Enhanced Noise Immunity (ENI) deliver 
exceptional sensitivity to consistently detect  
more metal.

Simple to Use with Ease of Integration  
Intuitive, easy to use icon-driven touchscreen and 
Zero Metal Free Zone technology minimizes insertion 
space between the multi-head weigher and bagmaker 
without compromising sensitivity performance.

Maximum Uptime
Condition Monitoring and Reduced Test mode support 
maximum performance over time and allow a 
reduction in scheduled performance monitoring tests.

Lifetime Service Support
METTLER TOLEDO Global Service capability can 
support you with correct installation, setup and 
maintenance, to maximize your return on investment.Optimized Configurations

Available in a choice of finishes 
including painted for use in dry, 
non-aggressive environments 
and stainless steel for more 
demanding applications.  

Optional Test Kit
Automatic Test System (ATS) 
offers a non-invasive method 
for testing the centerline 
performance of Throat metal 
detectors.



For more information
www.mt.com/metaldetection

M
et

al
 D

et
ec

tio
n

ProdX
Enabled

Mettler-Toledo Group
Product Inspection Division
Local contact: www.mt.com/contacts

Subject to technical changes.
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Profile Throat Metal Detector
For Vertical Packaging Applications

METTLER TOLEDO Service with global reach and tailored care solutions

Medium Duty Metal Detector Heavy Duty Metal Detector

Technical Details                                            Profile Throat Metal Detector

Sensitivity Features Operating frequency Tuned, single or dual frequency operation up to 800 kHz
User configurable with up to 2 single frequencies as standard

eDrive technology Patented technology to improve sensitivity
Standard aperture diameters 50 – 350 mm*
Mounting methods Side mounted

Productivity Features Human-machine interface (HMI) 5.7 inch QVGA touchscreen
Languages (menus, prompts) 33; metric and imperial units
No. of user accounts 32
Product memories 100
Setup Simple auto-setup 
Performance Verification Routine  
(PVR)

PVR Alarm with "test due" notification, Standard PVR Routine, Advanced 
Performance Routines

Condition Monitoring Reduces unplanned downtime risk
Automatic Test System (ATS) IP54 rated: three metals (FE, NFE, SS), four metals (FE, NFE, SS & AL)

Environment Features Zero Metal Free Zone (ZMFZ) As standard to reduce overall insertion space
Ingress protection rating Light Duty IP65; Medium duty IP66
Impact rating IK08
Surface material and finish Painted Aluminum (Standard); 304 / 316 Stainless Steel (Option)
Operating temperature -10 to 45 °C
Electrical (metal detection head) 100 to 240 VAC, 50 to 60 Hz, 100 VA, single-phase

Compliance Features Logs Standard: PVR Log, QA (PVR) Test report, Settings report, Shift report
Inputs and outputs Standard: 7 inputs, 3 fixed outputs, 3 programmable outputs 
Performance indicator Color-coded bar graph and digital display
Connectivity Serial Comms (RS232): Printer, Network, Direct; Ethernet; PackML; 

Emulation (VNC); Fieldbus; Ethernet/IP, Modbus TCP, Profinet IO
USB Port Optional – exports reports; facilitates system upgrades and software updates
ProdX integration Enabled
Performance Verification (PV) Optional – Annual Performance Verification Service

Service Features Lifetime Service Support Optional – tailored service packages, for example Care Contracts
Training and Assistance Optional – modules for bespoke solutions to maximize performance


